—Threaded 13"

- Tack Weld nut

when threaded
rod is used.

[y 1% x 2y Steel Washers

[ﬁl/l'/4” Heavy Hex. Nuts

—Threaded 3’ Min.

Q1|1

CONNECTOR PIN

Scale: None

Epoxy coated open coil insert
tapped for N.C.1Y4"¢bolt min.
working load tension 16,000*
shear strength 13,000%.
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——Approximate 7" ¢ of Barrier and \
gap for barrier

: Connector Loop:
reinforcement.
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CONNECTOR LOOP

Scale: None

¢ 1"4"dhex. head bolt with standard
washer and 1% x 3" slotted hole in
connection plate along length of barrier.
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L SIHI:X 3" x 75”X!5/6” welded 95° W
To B 67 x 6" x Y or
create dall from one plate. ZJ ‘
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13" x 3" slotted holes in
connection plate, perpendicular
to face of barrier.

515 x 54" x ¥4 Sq. washer with 13" hole
for existing deck. See notes on sheet | of 4
for attachment to new decks.

'/4¢Bolt, hex. nut
and standard washer
1% "¢ hole in washer.

Maximum 1'%" hole diameter.

CONNECTION DETAIL
Scale: ¥4 = 1'-0"
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